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Boston Hot Tar Pumping Tube: Mifrile (RMA Class &)
Reinforcement: Wire, 2 Braid
Cover: CPE/Pinpricked

Calor: Black

Temperature Range: +3B0°F
Type OFf Branding: Impression
Working Pressure: 280 PSI

Type Of Coupling: Wolf Coupling, 430 'U" Saries,
Interizcking or Stael Nippls.
Clamps—Interiacking

Features: Advantages: Markets: Applications:
= CPE cower * Abrasion, cil, heat, ad * Road Construction * Corwvey hot tarfasphdt in
» Nitrike tube weather resistant * Roof Construction road prejects
. = il and heat resistant; = Convey hot tar
e et handles intermittzrit
temperabres of bot tar
L to 400°F

= Easy identification
* AssUrss proper use

AFPRION. MAXIMURM MININUM
FRODUCT NOMIMAL LD, ERAID NOMINAL LD, LES. WENGHT WHREING EEND RADIUE  STAMDARD:
NUMEER (IN.) M| fiN.] MM FER 10 FT. FRESS. [F5I) (IR} (MM]  LENGTH [FT)
Hoe03 16 1 254 2 191 387 ] 250 12 JdE 50
HuE0s 18- 100 100

HaeE 16-150 150




