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Boston Concord Samndblast

BOSTON COMCORD SANDRLART

Tube: Mabral Rubber

Reinforcement: Fiber, 2 Braid ar 2 Fly
Cower: SER

Coler: Black

Temperature Range: -40°F To + 160°F
Type Of Branding: Impression
Working Pressure: 100-160 PSI

Type Of Coupling: Sandblast Couplings that attach to
0.0, of hoss.

Features: Advantages: Markets: Applications:

= SBR cover # Abrasion, age and weather  » Construction Industry » Corveys sand from

 Continuous, natural resistant * Matal Viorking ;a;iblﬁzﬁ?mgg
rubkear tf.lte . uh'am:n n.e-sus.t.ant * SHip Building before painting or

# Conductive tbs # Static dissipating s=aling

# Continuous permanent * Easzy identification * Corweys sand or shot
brand * Eazy to handle for cleaning purposss

* Flexible

APPRON.

FRODUCT NOMINAL L. EEINE  NOMINAL ©.0. LES. WEIGHT ~ MAX. WORKING STANDARD

NUMEER (1N MM M. MM FER 100 FT. PRESS. (PSE) LENGTH [FT)

Hoozdm 12 127 2Br 1-1/18 270 40 150 =]

Hoo3408- 100 10

Honzs-150 150

Honad 12 4 19.1 2 Br 1102 =) 0 150 =]

Hooa12-100 100

Honad12-150 150

Hionad 1a 1 254 2 Br 1-16/16  49.2 110 150 =)

Honz4 16-100 100

Hoo3416-150 150

Hoozdzn 1-1/4  3E 2Py BEE B8 130 125 50

Honad20-100 100

Hooa20-150 150

Honadza 1102 381 2Py a5k4 e0T 140 1m0 =]

Hionad24- 100 10

Honadza-150 150

Honads 2 50.8 Py  27E 70 174 100 =]

Hoozds-150 150




